
















 
 
 
 
 
 
 

780 SERIES SELF-PROPORTIONING OIL BURNERS 
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HAUCK MANUFACTURING CO., P.O. Box 90 Lebanon, PA 17042-0090 717-272-3051 
    10/08           www.hauckburner.com              Fax: 717-273-9882 



 
 
 
 

ORDERING INFORMATION 
 

              To order a basic 780 Series burner, the following items must be specified: 
 
 
 
 
 
 
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

1. Burner Size 
2. Mounting Bracket Type 
3. Butterfly Air Valve 
4. Oil Regulator Set-Up Assembly  

� Manual Shutoff Valve 
� Edge Plate Filter (FEP) 
� Oil Pressure Regulator 
� Pressure Gauge 

5. Furnace Mounting Plate 
6. Refractory Ignition Tile 
7. Ignition Pilot Gas Unit (IPG) 

Accessory items: 
1. Low Fire Limit Switch 
2. Ignition Chamber Unit (ICU) 
3. Bracket, Ignition Chamber (ICB) 
 

NOTE: In addition to the standard observation port located at 3 o’clock, extra observation ports are available in either the furnace mounting 
plate or refractory tile. The extra observation port for 779 through 783 burners can be located at 6, 9 or 12 o’clock. For 784 through 786 
burners, an extra observation port can be located 180� from the standard observation port. Observation port brackets (1 1/2" FNPT or 2" 
MNPT) for scanner or observation port are also available. 








