
 
 
 
 
 
 

SHE SUCTION OIL HEATER 
ELECTRIC TYPE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                         NOTES: 
                                                      1. Oil Capacities based on No. 6 fuel oil exiting the oil suction heater at a viscosity of 2000 SSU  
                                                     and includes a 20% safety factor. 
                                                2.  Minimum oil flow rate to actuate flow switch for SHE 15-25 is adjustable from 3 to 45 gph; for SHE 30-35 
                                                     is 90 gph; for SHE 40-50 is 120 gph; SHE 55-120 is 180 gph; for SHE 130-200 is 360 gph. 
                                                3. Standard supply voltage 480V/3Ph/60Hz unless otherwise specified on order.  
 
                                                                                  SELECTION 
 
 
 
 
 
 
 
 
                      
 
                 
 
                      In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 

             
                 
 

          Oil Temperature Rise (°F)     

Model KW 40 50 60 70 80 90 100 110 120 130 

Number Rating        Oil Capacity (gph)       

SHE 15B 15 287 230 191 164 144 128 115 104 96 88 

SHE 20B 20 383 306 255 219 191 170 153 139 128 118 

SHE 25B 25 479 383 319 274 239 213 191 174 160 147 

SHE 30B 30 574 460 383 328 287 255 230 209 191 177 

SHE 35B 35 670 536 447 383 335 298 268 244 223 206 

SHE 40B 40 766 613 511 438 383 340 306 279 255 236 

SHE 45B 45  862 689 574 492 431 383 345 313 287 265 

SHE 50B 50 957 766 638 547 479 426 383 348 319 295 

SHE 55B 55 1053 843 702 602 527 468 421 383 351 324 

SHE 60B 60 1149 919 766 657 574 511 460 418 383 354 

SHE 70B 70 1340 1072 894 766 670 596 536 487 447 412 

SHE 80B 80 1532 1225 1021 875 766 681 613 557 511 471 

SHE 90B 90 1723 1379 1149 985 862 766 689 627 574 530 

SHE 100B 100 1915 1532 1277 1094 957 851 766 696 638 589 

SHE 110B 110 2106 1685 1404 1204 1053 936 843 766 702 648 

SHE 120B 120 2298 1838 1532 1313 1149 1021 919 836 766 707 

SHE 130B 130 2489 1991 1660 1422 1245 1106 996 905 830 766 

SHE 140B 140 2681 2145 1787 1532 1340 1191 1072 975 894 825 

SHE 160B 160 3064 2451 2042 1751 1532 1362 1225 1114 1021 943 

SHE 200B 200 3830 3064 2553 2188 1915 1702 1532 1393 1277 1178 

CAPACITIES 

 SHE-2 

When choosing the proper oil suction heater for a particular 
application, two basic criteria must be used; the required rise 
in oil temperature and the maximum oil capacity. The 
required rise in oil temperature is the difference between the 
temperature of the unheated oil in the storage tank and the 
temperature to which the oil must be heated to achieve the 
pumping viscosity. Typical pumping temperatures for No.4 
and No. 6 fuel oil are 120°F and 150°F, respectively. For 
ease in integrating Hauck oil suction heater equipment, all 
Hauck literature assumes a pumping viscosity of 2000 SSU. 
Since the temperature rise can vary even between oil 
shipments of the same grade, Hauck recommends the use of 
a Hauck Viscometer to determine the exact required 
temperature rise for the oil to be burned. 
 

 

TO SELECT AN OIL SUCTION HEATER: 
1. Read horizontally across the top of the table, locate the  
    column representing the required oil temperature rise. 
2. Read vertically down this column until you reach a capacity  
     which equals or just exceeds your computed maximum  
     capacity. 
3. Read horizontally to the left to determine the model number 
     of the oil suction heater which meets your requirements. 
4. Ensure that the oil supply system is adequately sized to  
    satisfy the minimum oil flow rate requirement to actuate the 
    flow switch at low fire; if inadequate, consult Hauck for   
    alternate flow switch recommendation. 
 

                                  (See Reverse Side For Metric Capacities)  
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ELECTRIC TYPE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                                 NOTES: 
                                                 1. Oil Capacities based on No. 6 fuel oil exiting the oil suction heater at a viscosity of 4.3x10-4m2/sec  
                                            and includes a 20% safety factor. 
                                         2. Minimum oil flow rate to actuate flow switch for SHE 15-25 is adjustable from 11 to 170 lph; for SHE 30-35 
                                                      is 340 lph; for SHE 40-50 is 454 lph; SHE 55-120 is 681 lph; for SHE 130-200 is 1362 lph. 
                                         3. Standard supply voltage 480V/3Ph/60Hz unless otherwise specified on order. 
 
                                                                                  SELECTION 
 
 
 
 
 
 
 
 
                      
 
                 
 
                      In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 

          Oil Temperature Rise (°C)     

Model KW  4.4 10 15.6 21.1 26.7 32.2 37.8 43.3 48.9 54.4 

Number Rating        Oil Capacity (lph)       

SHE 15B 15 1086 871 723 621 545 484 435 394 363 333 

SHE 20B 20 1450 1158 965 829 723 643 579 526 484 447 

SHE 25B 25 1813 1450 1207 1037 905 806 723 659 606 556 

SHE 30B 30 2173 1741 1450 1241 1086 965 871 791 723 670 

SHE 35B 35 2536 2029 1692 1450 1268 1128 1014 924 844 780 

SHE 40B 40 2899 2320 1934 1658 1450 1287 1158 1056 965 893 

SHE 45B 45 3263 2608 2173 1862 1631 1450 1306 1185 1086 1003 

SHE 50B 50 3622 2899 2415 2070 1813 1612 1450 1317 1207 1117 

SHE 55B 55 3986 3191 2657 2279 1995 1771 1593 1450 1329 1226 

SHE 60B 60 4349 3478 2899 2487 2173 1934 1741 1582 1450 1340 

SHE 70B 70 5072 4058 3384 2899 2536 2256 2029 1843 1692 1559 

SHE 80B 80 5799 4637 3864 3312 2899 2578 2320 2108 1934 1783 

SHE 90B 90 6522 5220 4349 3728 3263 2899 2608 2373 2173 2006 

SHE 100B 100 7248 5799 4833 4141 3622 3221 2899 2634 2415 2229 

SHE 110B 110 7971 6378 5314 4557 3986 3543 3191 2899 2657 2453 

SHE 120B 120 8698 6957 5799 4970 4349 3864 3478 3164 2899 2676 

SHE 130B 130 9421 7536 6283 5382 4712 4186 3770 3425 3142 2899 

SHE 140B 140 10150 8119 6764 5799 5072 4508 4058 3690 3384 3123 

SHE 160B 160 11600 9277 7729 6628 5799 5155 4637 4217 3864 3569 

SHE 200B 200 14500 11600 9663 8282 7248 6442 5799 5273 4833 4459 

METRIC 
CAPACITIES 

When choosing the proper oil suction heater for a particular 
application, two basic criteria must be used; the required rise 
in oil temperature and the maximum oil capacity. The 
required rise in oil temperature is the difference between the 
temperature of the unheated oil in the storage tank and the 
temperature to which the oil must be heated to achieve the 
pumping viscosity. Typical pumping temperatures for No.4 
and No. 6 fuel oil are 49°C and 66°C, respectively. For ease 
in integrating Hauck oil suction heater equipment, all Hauck 
literature assumes a pumping viscosity of 4.3x10-4m2/sec. 
Since the temperature rise can vary even between oil 
shipments of the same grade, Hauck recommends the use of 
a Hauck Viscometer to determine the exact required 
temperature rise for the oil to be burned. 
 

 

TO SELECT AN OIL SUCTION HEATER: 
1. Read horizontally across the top of the table, locate the  
    column representing the required oil temperature rise. 
2. Read vertically down this column until you reach a capacity  
     which equals or just exceeds your computed maximum  
     capacity. 
3. Read horizontally to the left to determine the model number 
     of the oil suction heater which meets your requirements. 
4. Ensure that the oil supply system is adequately sized to  
    satisfy the minimum oil flow rate requirement to actuate the 
    flow switch at low fire; if inadequate, consult Hauck for   
    alternate flow switch recommendation. 
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                In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 
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DIMENSIONS 
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                     In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 
 
 
 

S
H

E
 3

0B
 T

H
R

O
U

G
H

 S
H

E
 7

0B
 

Y
73

83
 

(N
O

T
 T

O
 S

C
A

LE
) 

N
O

T
E

S
: 

  1
. D

IM
E

N
S

IO
N

S
 A

R
E

 IN
 IN

C
H

E
S

 [M
M

], 
P

IP
E

 C
O

N
N

E
C

T
IO

N
S

 A
R

E
 IN

 N
P

T
 [D

N
]. 

  2
. M

A
K

E
  H

O
LE

 IN
 T

A
N

K
 A

P
P

R
O

X
IM

A
T

E
LY

 2
" 

[5
0M

M
] L

A
R

G
E

R
 T

H
A

N
 "

E
" 

D
IA

M
E

T
E

R
 

   
  A

N
D

 W
E

LD
 T

A
N

K
 M

O
U

N
T

IN
G

 F
LA

N
G

E
 T

O
 T

H
E

 O
U

T
S

ID
E

 T
A

N
K

 W
A

LL
. 



 
 
 
 
 
 
 

SHE SUCTION OIL HEATER 
ELECTRIC TYPE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 
 
 

HAUCK MANUFACTURING CO., P.O. Box 90, Lebanon, PA 17042-0090  717-272-3051 
                                                                                                             Fax:  717-273-9882 

 

DIMENSIONS 
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                    In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 
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                          In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 

 
 

SUPPLEMENTAL DATA 

SHE SUCTION OIL HEATER 
ELECTRIC TYPE  
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                            In accordance with Hauck’s commitment to Total Quality Improvement, Hauck reserves the right to change the specifications of products without prior notice. 

 

SHE SUCTION OIL HEATER 
ELECTRIC TYPE  
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