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Technical data

AFV Series Colour code Type Vendor initial Differential pressure pdiff Temperature DVGW Material
Minimum 1) Maximum range approval cert.

Operating conditions Operating conditions acc. EN 549
Cracking Full open Continuous Intermittent

ANSI300 orange HB5L CFW 0.1 bar 0.35 bar 2 bar 3.5 bar -35 °C to +60 °C NG-5131BT0565 HNBR

ANSI300 blue HB5 CFW 0.25 bar 1 bar 8 bar 12 bar -35 °C to +60 °C NG-5131BT0565 HNBR

ANSI300 blue HB7 CFW 1 bar 2 bar 35 bar 50 bar -27 °C to +60 °C DG-5131BT0349 HNBR

ANSI600 red B7 WG 2 bar 4 bar 70 bar 100 bar -30 °C to +60 °C NG-5112BT0031 NBR

1) By using a Restrictor block

 Manufacturing mark

Order information

AFV Series Colour code Type Vendor initial DN50 DN80 DN100 DN150 DN200 DN300

ANSI300 orange HB5L CFW 73019858 73019861 73019864 73019867 73019870 -

ANSI300 blue HB5 CFW 73019859 73019862 73019865 73019868 73019871 73019873

ANSI300 blue HB7 CFW 73019860 73019863 73019866 73019869 73019872 73019874

ANSI600 red B7 WG 2) 73019827 - 73019847 73019829 73019830 -

2) Sleeve DN50 B7: alternative vendor mark „X“ until 2011.

 Type
B7
xx
 Vendors initial

Applications
 - Industrial
 - Distribution
 - Transmission

HB5, HB5L, HB7 ANSI 300,
B7 ANSI 600

AFV Sleeves 


