
Eclipse ThermJet

 TJSR0020

 208-1 MA
1
2

3
4
5

• 

 1000’s Btu/h (kW)1

100 (26) 150 (40) 200 (53)
 x 1000 Btu/h (kW)2 20 (5.3) 20 (5.3) 20 (5.3)

, "w.c. (mbar) 0.3 (0.8)

3.0 (7.5) 6.8 (17) 13.0 (32.5)

5.9 (14.8) 13.5 (33.6) 21.8 (54.3)

, SCFH (Nm3/h) 3650 (103.4) 5325 (150.8) 7400 (209.6)

18 (460)

, ft/s (m/s) 550 (168)
 °F (°C) 2200 (1205)

 (6 kVAC)
4

 5 101 (46)

 5
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1600°F
(871°C)

1900°F
(1038°C)

2200°F
(1200°C)

75 100 125 150 175 200

20 26 38 4432 50 5323 35 4129 47

1600
(870)

1700
(930)

1800
(980)

1900
(1035)

2000
(1090)

2100
(1145)

2200
(1200)

200,000
(53) 21.5 (53.6) 21.6 (53.8) 21.8 (54.3) 21.8 (54.3) 22.0 (54.8) 22.3 (55.5) 22.4 (55.8)

150,000
(40) 12.6 (31.4) 13.2 (32.9) 13.5 (33.6) 14.0 (34.9) 14.0 (34.9) 14.2 (35.4) 14.5 (36.1)

100,000
(26) 5.9 (14.7) 5.9 (14.7) 5.9 (14.7) 6.2 (15.4) 6.2 (15.4) 6.3 (15.7) 6.4 (15.9)

3.5 3.5 3.5 3 3 3 2.5

4.5 4.5 4 4 3.75 3.75 3.5
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Ø153
(6.0)

□195
(7.7)

□250
(9.8)

4X Ø15
(0.6)

4X R50
(2.0)

237.5
(9.4)

160
(6.3)

331
(13.0)

478
(18.8)

516
(20.3)

558.5
(22.0)

77
(3.0)

426
(16.8)

75
(3.0)

551
(21.7)


