
Eclipse ThermJet

 TJSR0035

 208-2 MA
1
2

3
4
5

 1000’s Btu/h (kW)1

250 (66) 300 (79) 350 (92)
 x 1000 Btu/h (kW)2 35 (9.2) 35 (9.2) 35 (9.2)

, "w.c. (mbar) 0.3 (0.8)

5.2 (13.0) 7.4 (18.4) 10.0 (24.9)

15.7 (39.1) 21.5 (53.6) 28.1 (70.0)

, SCFH (Nm3/h) 10160 (287) 11700 (331) 13400 (379)

12 (300)

, ft/s (m/s) 550 (168)
 °F (°C) 2200 (1200)

 (6 kVAC)

 4

 5 125 (57)
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(1035°C)
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8060 64 7668 72 84 88 92

1600°F
(870°C)

1600
(870)

1700
(930)

1800
(980)

1900
(1035)

2000
(1090)

2100
(1145)

2200
(1200)

350,000
(93) 27.6 (68.7) 28.0 (69.7) 28.1 (70.0) 28.1 (70.0) 28.3 (70.5) 30.0 (74.7) 30.5 (76.0)

300,000
(80) 20.9 (52.1) 21.1 (52.6) 21.5 (53.6) 21.5 (53.6) 21.8 (54.3) 22.1 (55.0) 22.6 (56.3)

250,000
(66) 15.3 (38.1) 15.4 (38.4) 15.7 (39.1) 16.4 (40.8) 16.9 (42.1) 17.1 (42.6) 17.2 (42.8)

2.5 2 2 2 2 1.5 1.5

3 3 3 3 3 3 3
3



4X Ø15
(0.6)

4X R50
(2.0)

233
(9.2)

300
(11.8)

244
(9.6)

177
(7.0)

522.5
(20.6)

329.5
(13.0)

453
(17.8)

554
(21.8)

Ø198
(7.8)

86.5
(3.4)

550
(21.7)

75
(3.0)

700
(27.6)


