
Eclipse ThermJet

 TJSR0060

 208-3 MA
1
2

3
4
5

 1000’s Btu/h (kW)1

400 (106) 500 (132) 600 (158) 
 x 1000 Btu/h (kW)2 60 (15.8) 60 (15.8) 60 (15.8)

, "w.c. (mbar) 0.3 (0.8)

3.6 (9) 5.4 (13.4) 7.7 (19)

9.4 (23.4) 14.1 (35.1) 19.6 (48.8)

, SCFH (Nm3/h) 10,533 (278) 13,200 (374) 16,000 (453)

25 (635)

, ft/s (m/s) 500 (152)
 °F (°C) 2200 (1200)

 (6 kVAC)

 4

 5 195 (86)

 5
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(1038°C)
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(1204°C)
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1600
(870)

1700
(925)

1800
(980)

1900
(1035)

2000
(1090)

2100
(1145)

2200
(1200)

600,000
(159) 18.8 (46.8) 18.8 (46.8) 19.6 (48.9) 20.1 (50.1) 20.6 (51.3) 21.1 (52.6) 21.1 (52.6)

500,000
(133) 13.5 (33.6) 13.7 (34.1) 14.1 (35.1) 14.5 (36.1) 14.8 (36.8) 15.2 (37.9) 15.3 (38.1)

400,000
(106) 8.8 (21.9) 8.9 (22.2) 9.4 (23.4) 9.6 (23.9) 9.9 (24.7) 10.1 (25.2) 10.2 (25.4)
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4X Ø15
(0.6)

4X R50
(2.0)

□300
(11.8)

□375
(14.8)

285
(11.2)

232
(9.1)

412
(16.2)

526
(20.7)

474.0
(18.7)

553.8
(21.8)

106
(4.2)

608.8
(24.0)

75.5
(2.9)

Ø267
(10.5)

796
(31.4)


