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English Units

* See TAH-O Information Guide for more information about typical fuel composition and properties.

Burner 
Catalog No.

Assembly No. Total Input*
(MM Btu/h)

Dimensions in inches Cross 
Sectional 

Area,
sq. in.

Approx. 
Ship 

Weight, 
lbs.0.8 MM 

Btu/ft
1.0 MM 
Btu/ft

A B C

240 TAH-O 109477 2.4 3.0 12-1/8 18-7/8 7-1/16 230 121

280 TAH-O 109478 2.8 3.5 12-1/8 24-7/8 7-15-16 269 138

320 TAH-O 109479 3.2 4.0 12-1/8 30-7/8 7-15-16 307 159

360 TAH-O 109480 3.6 4.5 12-1/8 36-7/8 7-15-16 345 179

400 TAH-O 109481 4.0 5.0 24-1/8 18-7/8 7-15-16 383 201

B

313

(12.3) C

Gas Inlet

2” NPT/BSP

A

19

(0.75)

162

(6.4)

Dimensions in millimeters (inches)
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Metric Units

* See TAH-O Information Guide for more information about typical fuel composition and properties.

Approvals 

Pilot Components
Dimensions in millimeters (inches)

Check Valve Assembly Numbers

Burner 
Catalog No.

Assembly 
No.

Total Input kW* Dimensions in Millimeters Cross 
Sectional 

Area,
sq. cm.

Approximate 
Ship Weight, 

kgs. 769 kW/
M

962 kW/M A B C

240 TAH-O 109477 703 879 308 479 179 1484 55

280 TAH-O 109478 821 1026 308 632 202 1736 63

320 TAH-O 109479 938 1172 308 784 202 1981 72

360 TAH-O 109480 1055 1319 308 937 202 2226 81

400 TAH-O 109481 1172 1466 613 479 202 2471 91

19

(0.75)

197

(7.75)

Mounting Bracket

#11681

Pilot Cock

#12659

Pilot Regulator

#15027

38

(1.5)22

(0.9)

105

(4.1)

79

(3.1)

81

(3.2)

Pilot Gas Inlet

1/4” NPT/BSP186

(7.3)

65

(2.6)

Peepsight

3/4” NPT/BSP

Main Gas

Inlet

2” NPT/BSP

Flame Rod

#13093-3

Spark Plug

#13047

Burner Assembly NPT/BSP

240 TAH-O 550096 1"

280 thru 400 TAH-O 550100 1-1/4"


