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Issued to:  HONEYWELL INTERNATIONAL INC 
ACS 
ENVIRONMENTAL & COMBUSTION CONTROLS 
1985 DOUGLAS DR N 
GOLDEN VALLEY MN 55422-3935 

   

This is to certify that 
representative samples of 

 SWITCHES 
USL, CNL - Pressure operated switches. Type DG followed 
by 15, 17, 30, 35, 40, 45, 60, 110, 150, 250, 300 or 360; 
may be followed by /15, /17, /30, /35, /40, /45, /60, /110, 
/150, /250, /300 or /360; may be followed by V, followed by 
C or CF, followed by T, followed by 1, 2, 3, 4, 5, 6, 8 or 9; 
followed by –6; followed by S or W; may be followed by G, 
may be followed by other letters or numbers. All switches  
are for use with air, LP, or natural gas.  

   

  Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

   
Standard(s) for Safety:  UL 353 Standard for Limit Controls,  

CSA C22.2 No. 24 Standard for Temperature-Indicating and 
–Regulating Equipment.  

Additional Information:  See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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