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Assembly Numbers

PL, PM and PH PREMIX® Blower Mixers are
listed in Tables 1 through 3, as well as the optional
filter assemblies and replacement elements to be
used with them.

To order any blower mixer, specify:
1. Mixer size and assembly number
2. Electrical specification
3. Discharge position and ratio valve arrangement
4. Assembly number and quantity of accessory items:

– Combustion air filter assembly
– Connecting base and linkage assembly
– Low fire start switch
– Stand-by fuel arrangement
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096-MP 08391 031

6433701 49252

029-MP
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0021-MP 38391

0002-MP 65-1 48391 532

0023-MP 65-2/1-1 21691 003 7433701 59252

Optional Low Fire Start Switches are shown in
Table 4. Enter table from the left on the line corre-
sponding to your mixer type, reading across to the
column which includes your specific mixer size and
appropriate switch assembly number.
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Optional Connecting Base and Linkage
(CB & L) Assemblies to mount and position
customer’s electric control motor or air operator are
listed in Table 6 below.
NOTE: Control motor must provide at least 50 in-lbs
of torque for use with a PREMIX® Blower Mixer.

This listing of CB & L assemblies shows only a
sampling of the more popular control motors. We may be
able to furnish a CB & L for other operators not cataloged
(supply manufacturer’s name and model number).

Alternate Discharge Flanges (required only if the
blower mixer outlet is to be piped smaller than stan-
dard discharge pipe size) are listed in Table 5 below.
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Table 7 (below) provides assembly numbers for
Miniature PREMIX® Blower Mixers plus motor horse-
power. Each unit includes totally enclosed motor. All
three mixers may be specified for either 115 or 230 volt
single-phase power supply.

Miniature PREMIX® Blower Mixers

XIMERPerutainiM:7elbaT ® srexiMrewolB
)ylnoesahpelgnis1noitisoP-seilbmessakcots(

rexiMrewolB
noitangiseD

)ylno1noitisoP(
PHrotoM

ylbmessA
rebmuN

etamixorppA
thgieWgnippihS

)sdnuop(

001-M

6/1

10215 52

052-M 30215 03

005-M 50535 53

To order a Miniature PREMIX®  Blower Mixer with
a single phase motor in positions other than
Position 1, use the following assembly numbers.
Specify position in the text line of the item.

M-100 #44353
M-250 #44354
M-500 #44355

To order a Miniature PREMIX®  Blower Mixer with
a three phase motor, use the following assembly
numbers. Specify position in the text line of the item.

M-100 #50117973-001
M-250 #50117974-001
M-500 #50117975-001


