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HAUCK MANUFACTURING CO., P.O. Box 90 Lebanon, PA 17042-0090 717-272-3051 
    10/10           www.hauckburner.com                Fax: 717-273-9882 SBC 1.0A-3 

Y
85

78
 S

ht
.1

 
(N

O
T

 T
O

 S
C

A
L

E
) 

(D
e

ta
il 

D
ra

w
in

g
 o

f 
P

an
e

l L
a

be
ls

 o
n

 R
e

ve
rs

e
 S

id
e

) 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                    
                     ������������	�
������������������	��������������������������	�	�����������	�	��	���	�������������	��	���	������������������������
�����������������	� 

Y
85

78
 S

ht
.2

 
(N

O
T

 T
O

 S
C

A
L

E
) 



 
 
 
 
 
 

SBC 1.0A 
SINGLE BURNER CONTROL 

 
PANEL ASSEMBLY CONFIGURATION CHART 
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SUPPLEMENTAL DATA 

Panel Assy. 

Control Motor 
P – Position Proportional 
4 – 4-20mA 
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Revision 

Combustion Air Start/Stop 
S – With Start/Stop 
L – Less Start/Stop 

Nozzle Purge Timer (Pilot Burners Only) 
T – With Nozzle Purge Timer 
L – Less Nozzle Purge Timer 

Panel Heater (200W) 
H – With Heater 
L – Less Heater 

Thermocouple Terminals 
J – J-Type 
K – K-Type 

Flame Supervision 
S – Scanner 
F – Flame Rod 

(Notes on Reverse Side) 

Ignition 
C – Combination (Pilot) 
G – Gas (Spark) 

SBC 1.0A-4 
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SUPPLEMENTAL DATA 

NOTES: 
 
Ignition 

� Combination (Pilot) version uses interruptable spark ignited gas pilots. 
� Pilot ignited gas only burners use this option also. 

 
Control Motor 
 Consult factory for motors other than: 
         Position Proportional 
     Kromschroder: GT 50, IC20…R10 
                           Honeywell: Herculine 
                           Siemens: SQM 
                           Barber Colman: EA57, EA71, EA73 
 
  4-20mA 
                Kromschroder: IC40 (Mode 5) 
                           Honeywell: Herculine, M7284 
     Siemens: SQM 
 
Combustion Air Start/Stop 
 Starter not included. 
 
Nozzle Purge Timer 
 Recommended for high pressure heavy oil burners. 
 
Thermocouple Terminals 
 Thermocouples not included. 
 
Flame Supervision 
 Scanner: Kromschroder UVS10 (IP65/NEMA 4) 
                                




