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DECLARATION OF INCORPORATION OF 
PARTLY COMPLETED MACHINERY 

 According to Directive 2006/42/EC, addendum II 1 B 
 
 
We, MAXON INTERNATIONAL B.V. 
 Luchthavenlaan 16 
 B-1800 VILVOORDE 

 

declare that the HeatPak system(s) RatioAir (RAHP) or RatioMatic (RMHP) containing: 

a burner (type) RAHP20.XXX or RMHP30.XXX, a pipe train and a control* 
 
is/are in compliance with essential requirements of European Directives:  

o 2006/42/EC (“Machinery Directive”) – as detailed on the following page – Table 1 
o 2014/30/EU (“EMC”)  

 

And is/are in compliance with essential requirements of (harmonized) norm(s): 

- EN ISO 12100:  Safety of machinery – General principles for design – Risk 

    assessment and risk reduction (ISO 12100:2010) (11/2010) 

- EN 746-2: Safety requirements for combustion and fuel handling systems (05/2010) - as detailed on the 

following page – Table 2 

o EN ISO 13849-1/-2: Safety of machinery Part 1: General principles for design (12/2015) 

       Part 2: Validation (10/2012)  

o EN 60204-1:   Safety of machinery, electrical equipment for machinery (06/2006) 

 

 

*See Docuthek HeatPak for the General Assy drawings and Electrical diagram, according to the ordered configuration. 

 
The relevant technical documentation is compiled in accordance with Annex VII, part B.   
In response to a reasoned request by the national authorities, and without prejudice to the intellectual property rights,  
the relevant information shall be provided. 
 
 
Belgium, Vilvoorde 5/05/25 
 
 
 
 
 
 
G. Van Goolen 
Mechanical Design Eng. Manager 
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Table 1 - Essential requirements of Directive 2006/42/EC, Annex I 

1.1.1. OK 1.2.4.2. OK 1.3.8. NA 1.5.10. OK 1.7.1.1. NOT OK 

1.1.2. OK 1.2.4.3. NOT OK 1.3.9. NA 1.5.11. OK 1.7.1.2. NOT OK 

1.1.3. OK 1.2.4.4. NOT OK 1.4. NOT OK 1.5.12. NA 1.7.2. NOT OK 

1.1.4. NOT OK 1.2.5. NOT OK 1.5.1. OK 1.5.13. NOT OK 1.7.3. OK 

1.1.5. OK 1.2.6. OK 1.5.2. OK 1.5.14. NA 1.7.4.1. OK 

1.1.6. NOT OK 1.3.1. OK 1.5.3. OK 1.5.15. NA 1.7.4.2. OK 

1.1.7. NOT OK 1.3.2. OK 1.5.4. OK 1.5.16. NA 1.7.4.3. NA 

1.1.8. NA 1.3.3. NA 1.5.5. NOT OK 1.6.1. NOT OK 2 NA 

1.2.1. OK 1.3.4. OK 1.5.6. NOT OK 1.6.2. OK 3 NA 

1.2.2. NOT OK 1.3.5. NA 1.5.7. OK 1.6.3. NOT OK 4 NA 

1.2.3. OK 1.3.6. OK 1.5.8. NOT OK 1.6.4. OK 5 NA 

1.2.4.1. OK 1.3.7. NOT OK 1.5.9. OK 1.6.5. NOT OK 6 NA 

“OK” = is covered in Maxon supply, if provisions of the installation instructions are followed, “NA” = not applicable to the Maxon supply, “NOT OK” = to be 
reviewed after assembly in the final machinery and declared conform to Machine Directive  
 

Table 2 - Essential requirements of EN746-2 – issue 2010  

5.1 OK 5.2.1.12 OK 5.2.3.1 OK 5.2.5.3.4.3 OK 5.7 OK 

5.2.1.1 OK 5.2.1.13 NA 5.2.3.2 NOT OK 5.2.5.3.5 OK 6 OK 

5.2.1.2 OK 5.2.1.14 OK 5.2.3.3 OK 5.2.5.4 OK 7.1 OK 

5.2.1.3 OK 5.2.1.15 OK 5.2.4 NA 5.2.5.5 NA 7.2 OK 

5.2.1.4 OK 5.2.2.1 OK 5.2.5.1 OK 5.2.6.1 OK 7.3.1 OK 

5.2.1.5 OK 5.2.2.2 OK 5.2.5.2 NA 5.2.6.2 OK 7.3.2 OK 

5.2.1.6 OK 5.2.2.3 NOT OK 5.2.5.3.1 OK 5.2.6.3 NA 7.3.3 OK 

5.2.1.7 OK 5.2.2.4 NOT OK 5.2.5.3.2 OK 5.2.6.4 NA 7.3.4 OK 

5.2.1.8 OK 5.2.2.5 OK 5.2.5.3.3 OK 5.3 NA 7.3.5 OK 

5.2.1.9 OK 5.2.2.6 NOT OK 5.2.5.3.4.1 OK 5.4 NA 7.3.6 OK 

5.2.1.10 NA 5.2.2.7 OK 5.2.5.3.4.2 NA 5.5 NA 7.3.7 OK 

5.2.1.11 NA 5.2.2.8 OK   5.6 NA   

“OK” = is covered in Maxon supply, if provisions of the installation instructions are followed, “NA” = not applicable to the Maxon supply, “NOT OK” = to be 
reviewed after assembly in the final machinery and declared conform to Machine Directive 

 

3.  “Residual risks” 

Additional specific residual risks are listed below:  

 These shall be handled by the final machinery supplier or shall be transmitted to the end user if risk reduction is not possible.   

• A filter (50µm) is always required for correct functioning of Safety Shut-Off Valves.  
o IF NOT in scope, it MUST be provided by the customer. 

• In case a burner control unit is used: It needs to be ensured that the control unit and flame detection sensor is 

wired correctly, and the circuit is provided with a power supply with an earthed neutral to ensure the correct 

function of the control. 


